MASON COUNTY
ROAD COMMISSION

Jeffrey Conklin, Chairman Steven Wessels, Manager/Director
Michael Ingison Vice-Chairman Eric Nelson, County Highway Engineer
Deborah Del Zoppo, Member

NOTICE TO BIDDERS

The Board of County Road Commissioners of Mason County will receive bids at their office at
510 E. State St., Scottville, MI 49454, until 2:00 p.m. on Tuesday, April 7, 2026, for the
following:

2026 MASON COUNTY PAVEMENT MARKINGS

Specifications and bid forms may be obtained at the Road Commission offices during regular
business hours, by visiting our website at www.masoncountyroads.com or requested from email
baderj@masoncountyroads.com.

All proposals must be submitted on Road Commission furnished bid forms. Said forms must be
placed in a sealed envelope, plainly marked as to item bid and shall bear the name of the bidder
or e-mailed to info@masoncountyroads.com. E-mailed bids must be received prior to the date
listed above. E-emailed bids will be acknowledged with a return email confirming your bid was
received.

The Mason County Road Commission hereby notifies all bidders that it will affirmatively
insure that in any contract entered pursuant to this advertisement, disadvantaged business
enterprise will be afforded full opportunity to submit bids in response to this invitation and will
not be discriminated against on the grounds of sex, race, color, or national origin in
consideration for an award.

The Board reserves the right to accept or reject any or all bids, to waive any irregularities in the
bids and to make award in any manner they deem to be in the best interest of Mason County.
Unit Prices may be held for two years (2027 and 2028) if agreed in writing between the
Contractor and the MCRC.

BOARD OF COUNTY ROAD COMMISSIONERS

JEFFREY CONKLIN, CHAIRMAN
MICHAEL INGISON, VICE-CHAIRMAN
DEB DEL ZOPPO, MEMBER

510 E. State Street, Scofttville Ml 49454-0247 | www.masoncountyroads.com
Office: (231) 757-2882 | Fax: (231) 757-2662 | e-mail: info@masoncountyroads.com


http://www.masoncountyroads.com/
mailto:baderj@masoncountyroads.com
mailto:info@masoncountyroads.com

MASON COUNTY ROAD COMMISSION

2026
COUNTYWIDE PRIMARY/LOCAL ROADWAY PAVEMENT MARKING
MASON COUNTY

The improvements covered by these plans shall be done in
Accordance with the Michigan Dept of Transportation 2020
Standard Specifications of Constructions as amended by
Supplemental Specification and Special Provisions.

The proposed improvements covered by these plans in
accordance with the Michigan Department of Transportation
Section D (Preventive Maintenance) of the Local Agency
program Guidelines for Geometric, dated July 24, 2017.

Traffic control devices and permanent markings shall be done
in accordance with the 2025 Michigan Manual of Uniform
Traffic Control devices (MMUTCD)

MASON COUNTY

Contract for county wide primary/local roadway pavement
marking.




To:

BOARD OF MASON COUNTY ROAD COMMISSIONERS
510 E. State St.
Scottville, Michigan 49454

COMMISSIONERS:

WE, THE UNDERSIGNED, DO HEREBY AGREE TO PROVIDE ALL LABOR,
EQUIPMENT, AND MATERIALS REQUIRED TO COMPLETE THE WORK INDICATED

IN ACCORDANCE WITH YOUR NOTICE TO BIDDERS AND SPECIFICATIONS AT THE
UNIT PRICES BELOW

COMPLETION DATE IS JUNE 30, 2026

Road Commission for Mason County

Category: 001 Base ltems
Estimated
Line |ltemNumber |ltem Unit | Quantity | UnitPrice | Amount
1| 1100001|Mobilization, Max LSUM 1
2| 8110231(Pavt Mrkg, Waterborne, 4 inch, White Ft | 688,537
3| 8110232(Pavt Mrkg, Waterborne, 4 inch, Yellow Ft 11,163,938
4| 8117001|_Pavt Mrkg, Waterbome, 24 inch, Stop Bar Ft 176
5 8117050(_Pavt, Mrkg, Waterborne, Lt Turn Arrow Ea 8
6|  8117050_Pavt, Mrkg, Waterborne, Rt Turn Arrow Ea 16
71 8117050(_Pavt, Mrkg, Waterborne, Thru and Rt Turn Arrow Ea 8
8|  8117050|_Pavt, Mrkg, Waterborne, Railroad Sym Ea 8
Total
Category: 002 Alternate ltems
9]  8110045Pavt Mrkg, Ovly Cold Plastic, 24 inch, Stop Bar Ft 287
10{  8110063|Pavt Mrkg, Ovly Cold Plastic, Lt Turn Arrow Sym Ea 24
11]  8110069|Pavt Mrkg, Ovly Cold Plastic, Railroad Sym Ea 16
12| 8110071|Pavt Mrkg, Ovly Cold Plastic, Rt Turn Arrow Sym Ea 12
13| 8110076|Pavt Mrkg, Ovly Cold Plastic, Thru and Lt Turn Arow Sym | Ea 1
14| 8110077|Pavt Mrkg, Ovly Cold Plastic, Thru and Rt Turn Arrow Sym |  Ea 5
15| 8110470|Pavt Mrkg, Thermopl, Rumble Strip Ft 880
16| 8117001|_Pavt, Mrkg, Thermopl, Rumble Strip Repair Ft 880
Total

510 E. State Street, Scottville Ml 49454-0247 | www.masoncountyroads.com
Office: (231

) 757-2882 | Fax: (231) 757-2662 | e-mail: info@masoncountyroads.com




PROPOSAL

2026 MASON COUNTY PAVEMENT MARKINGS

To: Board of Mason County Road
Commission 510 East State Street
Scottville, Michigan 49454-0247

Gentlemen:

The undersigned Michigan Department of Transportation (MDOT) approved (Painting)
contractor submits the following prices for pavement markings on primary and local roads
in the northern half of Mason County. MDOT 2020 Standard Specifications shall apply, as
modified herein.

A. BID ITEMS

REFER TO ATTACHED BID SPREAD SHEET, WHICH SHALL BE
INCLUDED AS PART OF THIS BID PROPOSAL

B. PAYMENT TERMS:
Payment within 30 days of receipt of invoice if no issues.

C.___ Completion Date: All work shall be completed on or before June 30, 2026. The

Mason County Road Commission reserves the right to add or delete bid quantities. MCRC
has the right to cancel the contract at any time if contractor performance is unsatisfactory.

Submitted by:

Address:

Email:

Office Phone: Cell:

Signature: DATE

Bids shall be in a sealed envelope, plainly marked as to contents or e-mailed to
info@masoncountyroads.com. The right is reserved by the Mason County Road
Commission, to reject any and all bids, and to accept the bid that is in the best interest of
the County.

Closing Date 2:00 pm, Tuesday, April 7, 2026

510 E. State St., PO Box 247, Scottville Ml 49454-0247 | www.masoncountyroads.com
Office: (231) 757-2882 | Fax: (231) 757-2662 | e-mail: info@masoncountyroads.com


mailto:baderj@masoncountyroads.com

INSTRUCTIONS TO BIDDERS

1. CONTRACT DOCUMENTS
It is the intent of these contract documents to be as clear, complete, and consistent as
possible.

2. BIDDER INVESTIGATION
The Bidder will be responsible for inspecting the various roads scheduled for paving
and to determine all conditions under which he will be obligated to work. A copy of
the projects and their location is provided to assist the Bidder in his investigation.

3. PROPOSAL PREPARATION
The name and legal status of the bidder, corporation, partnership or an individual shall

be stated in the proposal. A corporation bidder shall name the state in which its
Articles of Incorporation are held and must give the Title of the officer having
authority, under the by-laws, to sign contracts. A partnership bidder shall give the full
names and addresses of all partners. Anyone signing a proposal as an agent of
another, or others, must submit with this proposal legal evidence of his authority to do
so. The place of residence of each bidder, or the office address in case of a firm or
company, with county and state, must be given after a signature.

The proposal shall be carefully prepared in strict accordance with these instructions,
otherwise the bid may be rejected. The proposal for the work is on a unit price basis.
All unit prices shall be completed in ink and the proposal legally signed in ink.

The unit prices stated in the proposal shall be plainly written. Illegibility of any work
or figure in the proposal may be sufficient cause for rejection of the proposal.

Each proposal must be enclosed in a sealed envelope, addressed to the Mason County
Road Commission, and labeled "2026 MASON COUNTY PAVEMENT
MARKINGS."

4. BID SURETY
A Bid Bond or Certified Check must accompany this bid in an amount not less than
five percent (5%) of the amount of the total bid, as based on quantities appearing on
the form of the Proposal or other bid security as shall be outlined in the Proposal and/
or the Special Provisions section of the Specifications. The bid bond or other security
of the successful bidder will be held until the Contract has been duly executed.

2026 Mason County Painting Project



5. PERFORMANCE BONDS AND INSURANCE
The successful bidder shall furnish performance and payment bonds in amounts equal
to the contract bid price in such form and with such sureties licensed to conduct
business in the State of Michigan.

6. CHAPTER 11 PROCEEDINGS
The Commission reserves the right to waive consideration of any bid submitted by a
bidder who either has or has pending the filing of a Chapter 11 proceedings.

7. INSURANCE
Upon award of this contract, and prior to the performance of any work for the Mason
County Road Commission, the contractor and their subcontractors shall furnish proof
of insurance certificates with the following minimum requirements.

Worker’s Compensation Statutory Coverage
Bodily Injury and Property Damage General Liability
Each Occurrence $1,000,000
Aggregate $2,000,000
Bodily Injury Liability and Property Damage Liability Automobile
Bodily Injury Liability Each Occurrence $1,000,000
Each Person $ 500,000
Property Damage Liability = Each Occurrence $1,000,000

Combined Single Limit for Bodily Injury and Property Damage Liability
Owner’s Protective Liability, including Contractual Liability

Where required as an incident to compliance with Federal Laws and Regulations,
bodily injury and property damage protection shall be extended to the Michigan
Department of Transportation and the MCRC; and, where indicated by the identity
of the contracting parties, the protection shall be extended to all participating
political subdivisions and public corporations.

Contractors shall save harmless and indemnify the MCRC, as well as its Board of
Road Commissioners, Administrators and Employees, against all claims for damages
to public or private property and for injuries to persons arising out of and during the
progress and to the completion of work.

The certificate of insurance must be submitted within ten days upon notification of
award of Contract and will include and be named, in writing: "As additional insured
the Mason County Road Commission, its Board of Road Commissioners,
Administrators and Employees".

2026 Mason County Painting Project



PROGRESS CLAUSE

MCRC: JDB 1 of 1 11/11/2025

Start work within ten (10) days after receiving Notice of Award of Contract, or on
the date agreed upon with the Engineer. In no case shall any work be commenced
prior to receipt of formal notice of award by the Department.

Completion Dates:

The Project shall be completed in its entirety on or before June 30, 2026.

The Engineer will provide a list of locations and limits for call back pavement marking
painting. This work shall be completed by October 30, 2026.

The Low Bidder for the work covered by this proposal will be required to prepare
and submit Form 1130, Progress Schedule to the Engineer within seven (7) calendar
days of confirmation by the Department, of the low bid. The progress schedule must be
approved by the Project Engineer and submitted to MDOT Contract Services Division
(CSD), in order for the contractor to receive contract award. Lack of timely submittal by
the contractor will delay contract award per subsection 102.15 of the Standard
Specifications for Construction.

The Progress Schedule shall include, as a minimum, the controlling work items for the
completion of the project and the planned dates that these work items will be controlling
operations. When specified in the bidding Proposal, the date the project is to be
opened to traffic, as well as the final project completion date, shall also be included
in the Project Schedule.

If the bidding Proposal specifies other controlling dates, these shall also be included
in the Progress Schedule.

The Project Engineer will arrange the time and place for the preconstruction meeting
after contract award.

The named subcontractor(s) for Designated and/or Specialty Items, as shown in the
Proposal, is recommended to be at the preconstruction meeting if such items materially
affect the work schedule.

Liquidated Damages shall be assessed in accordance with Section 108.10 of the 2020
Standard Specifications for Construction.



MASON COUNTY ROAD COMMISSION
SPECIAL PROVISION
FOR
MAINTAINING TRAFFIC
FOR PAVEMENT MARKING

MCRC: JDB 10F 2 02/04/2022

DESCRIPTION

This work shall consist of all labor, materials and equipment required to maintain traffic in accordance
with the Special Provision for Maintaining Traffic for Pavement Marking, and as specified herein for the
placement of pavement markings within Mason County.

GENERAL

Traffic shall be maintained in accordance with Section 812 and 922 of the 2012 Standard Specifications
for Construction, including any supplemental specifications, and as herein specified. All traffic control
devices and their usage shall comply with the 2011 edition of the Michigan Manual of Uniform Traffic
Control Devices (MMUTCD) and as specified herein.

The Contractor shall coordinate his operation with contractors performing other work within or adjacent
to the Construction Influence Area (CIA).

The Mason County Road Commission may perform maintenance work within or adjacent to the
Construction Influence Area (CIA). The Mason County Road Commission will coordinate their
operations to minimize the interference to the Contractor. No additional payment will be made to the
Contractor for the joint use of the traffic control items.

CONSTRUCTION INFLUENCE AREA (CIA)

The CIA shall include the right-of way of all roads scheduled under the terms of this contract for the
pavement marking.

TRAFFIC RESTRICTIONS

1. No work or lane closures shall be allowed during MDOT published holidays, or as defined by the
Engineer.

2. No work shall be allowed on weekends (Saturdays or Sundays) unless authorized by the

Engineer.

No work shall be performed during local festivals or holidays as defined by the Engineer.

4. Work may be suspended by the Engineer at any time traffic is being unduly hampered or delayed
by the work in progress and the Engineer may require that the Contractor remove all traffic
control devises in operation and open all lanes and shoulders to normal traffic.

5. Traffic shall be allowed to keep moving at all times and the striping equipment shall be operated
in accordance with the typicals PMC 10e, PMC11e and PMC22e from the Michigan Department
of Transportation Traffic and Safety Pavement Marking convoy Typical Plans, included in this
proposal and as directed by the Engineer.

6. During construction city and village streets, county roads and all parking areas shall remain open
to traffic at all times except as approved by the engineer. Access shall be maintained to all
commercial establishments, residences and all parking areas as approved by the Engineer.

w



TRAFFIC CONTROL DEVICES

All traffic control devices and their usage shall conform to the Michigan Manual of Uniform Traffic
Control Devices (MMUTCD), 2011 edition as revised and as specified herein.

All channelizing devices used within a construction sequence will be the same type of device. No
intermixing of different types of channelizing devices will be allowed within a construction sequence on
this project.

When traveling between work locations or when the Contractors not placing pavement markings, all
“WET PAINT” and any other devices used to warn or advise the motorist shall be removed, covered or

turned away from traffic.

MEASUREMENT AND PAYMENT

Maintaining traffic shall not be paid for separately.



MASON
COUNTY ROAD COMMISSION

SPECIAL PROVISION
FOR
WATERBORNE SPECIAL PAVEMENT MARKINGS

MCRC:JDB 1ofl 02-03-22

a. Description. This work consists of furnishing all labor, equipment, and materials
necessary to install waterborne special pavement markings at the locations specified on the plans
in accordance with the standard specifications and as specified herein.

b. Materials. Ensure materials meet the requirements of sections 811 and 920 of the
Standard Specifications for Construction. Ensure all permanent pavement markings are placed
with waterborne paint.

c. Construction. Ensure construction methods meet the requirements of section 811 of the
Standard Specifications for Construction. The second application for all pavement markings items
is at the discretion of the Engineer.

d. Measurement and Payment. The completed work, as described, will be measured and
paid for at the contract unit price using the following pay items:

Pay Item Pay Unit
Pavt Mrkg, Waterborne, Railroad Symbol.............cccooviiiiiii e, Each
Pavt Mrkg, Waterborne Rt and Thru..........ooouiii i, Each
Pavt Mrkg, Waterborne, 24 inch, Stop Bar............ooiiiiiiii e, FT
Pavt Mrkg, Waterborne, Lt TUrn ArrOW SYM ..o Each

Pavt Mrkg, Waterborne, Rt TUrN AFTOW SYM......oiiiii e Each



2026 PRIMARY PAINTING PROJECT

NORTH - SOUTH ROUTES

1 [LAKESHORE/NEIL/STERNS |HAMLIN M-116 TO DEWEY RD. 12778 21490

2 |NELSON RD. PERE MARQUETTE US-10 TO JOHNSON 3326 6650

3 |JABAVY DR. PERE MARQUETTE-HAMLIN US-10 TO SHAGWAY DR. 54817 74715

4 |ANGLING RD HAMLIN-VICTORY JABAVY DR TO FOUNTAIN RD. 13285 20120

5 |STILES RD AMBER-VICTORY US-10/31 TO TOWNLINE RD. 42219 90075

6 |QUARTERLINE RD. GRANT TOWNLINE RD TO COUNTY LINE RD. 38914 39724

7 |DARRRD. FREESOIL HOAGUE RD TO COUNTY LINE 8538 17008

8 |CUSTERRD. CUSTER-SHERMAN-FREESOIL NORTH CUSTER VILLAGE LIMITS TO FREESOIL VILLAGE LIMITS 19250

9 |CUSTERRD. FREESOIL NORTH FREESOIL VILLAGE LIMITS N'LY TO HOAGUE 10000

10 |SCHOENERRRD. BRANCH - SHERIDAN US-10 TO SUGAR GROVE RD. 10256

11 |BENSON RD. BRANCH - SHERIDAN US-10 TO SUGAR GROVE RD. 10562

12 |CAMPBELL RD. SHERIDAN SUGAR GROVE RD. TO MILLERTON 5808

13 |REEKRD. SHERMAN SUGAR GROVE TO MANALS 14520

14 |RYBICKIRD. FREESOIL HOAGUE RD TO COUNTY LINE RD. 10396 25001

18 |SCOTTVILLE RD CUSTER JOHNSON RD TO US-31 4526 5123

19 |MADISION VILLAGE OF CUSTER FIRST ST TO US-10 (CUSTER) 3526 6251

20 |CUSTERRD. FREESOIL NORTH VILLAGE LIMITS TO SOUTH VILLAGE LIMITS (FREESOIL) 6700 13400

EAST - WEST ROUTES

21 |RASMUSSEN RD. PERE MARQUETTE JEBAVY DR TO MYERS RD. 5808 10148

22 |BRYANT RD. PERE MARQUETTE WASHINGTON RD. TO JEBAVY DR. 5808 4604

23 |JAGGERRD. HAMLIN M-116 TO JABAVY DR. 7511 20850

24 |DEWEY RD. HAMLIN LAKESHORE DR. TO JABAVY DR. 11616 21270

25 |SHAGWAY DR. HAMLIN LINCOLN RD. TO JEBAVY DR. 6894

26 |HANSEN RD AMBER MEYERS RD. TO US-31 29710 64252

27 |FOUNTAIN RD. VICTORY-SHERMAN ANGLING RD. TO WEST FOUNTAIN VILLAGE LIMITS 49925 89056

28 |TOWNLINE RD. VICTORY STILES RD. TO QUARTERLINE RD. 2904 4250

29 |SUGAR GROVERD. VICTORY-SHERMAN-SHERIDAN  |STILES RD. TO CAMPBELL RD. 60523 62112

30 |MILLERTON RD. SHERMAN-SHERIDAN REEK RD. E TO END OF PAVEMENT 21944

31 |FREE SOILRD. FREESOIL US-31 TO FREESOIL WEST VILLAGE LIMITS 18266

32 |FREE SOIL RD. FREESOIL - MEAD FREESOIL EAST VILLAGE LIMITS TO EAST COUNTY LINE 19958

33 |FIRST ST CITY OF SCOTTVILLE MAIN ST TO WEST CITY LIMITS (SCOTTVILLE) 4200 8400

34 [HOAGUE RD. GRANT - FREE SOIL - MEADE QUARTERLINE RD TO RYBICKI RD. 24068 35147

35 [WEST FOREST TRAIL GRANT QUATERLINE RD TO END 62147 39835

36 [JOHNSON RD PERE MARQUETTE NELSON TO JEBAVY 4562 9056

TOTALS 605265 688537

RAILROAD CROSSING SYMBOL 10 EA




Intersection Left Arrow Right Arrow Thru/Right Arrow | Stop Bar |Note
JEBAVY @ US-10 2 2 24
JEBAVY S OF KING 2

JEBAVY @ JOHNSON 2

JEBAVY @ RIVERVIEW 1

JEBAVY @ BRYANT 1 1 55
JEBAVY @ RASMUSSEN 1 24
JEBAVY @ JAGAR 2

JEBAVY @ ANGLING 1

RASSMUSSEN @ JEBAVY 1 1 24
JOHNSON @ NELSON 1 1

NELSON @ JOHNSON 1 1

JOHN HARLAND DR @ MEYERS 1 1

MYERS @ US-10 1 1 32
BRYANT @ JEBAVY 2 1 52
BRYANT @ SCHOOL ENTRANCE 3

JAGAR @ JEBAVY 2

NELSON @ US-10 1 1

BRYANT @ WASHINGTON

JOHNSON @ JEBAVY 3 1 52
BRYE @ US-10 1 1 24
Total 24 12 5 287




# Road Name Termini Township/City/Village
1| HoagueRd East of Tuttle Rd Freesoil 2
2| Custer Rd Custer/Treml intersection Freesoil 2
3 Millerton West of Schoenherr Sherman 2
4| Sugar Grove East of Larson Sheridan 2
5 Benson South of Decker Branch 2
Total 10
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2026 Local Painting Project

PAVMT MRKG PAVMT MRKG
WATERBORN, 4 inch, WATERBORN, 4 inch,
TOWNSHIP ROAD NAME TERMINI YELLOW (FT) WHITE (FT)
1 Amber Brye Rd US-10 N'ly -- Johnson Rd 2,530
2 Amber Victory Corner Hansen -- Decker 6,252
3 Amber Gordon/Osborn US-10 -- Amber 7,544
4 Amber First St City Limits -- Brye 16,985
5 Amber Amber US-10 -- Hansen 6,014
6 Amber Johnson Brye -- Stiles 8,256
7 Amber Dennis Rd US-10 -- Hansen 6,223
8 Amber Meyer Rd US-10 N. -- End 8,965
9 Branch Weaver US-10 -- Jackpine 4,125
10 Branch Taylor/Filburn/Dunbar US-10 -- Hansen 8,562
11 Branch Hansen Schoenherr -- Benson 11,589
12 Branch Campbell Rd US-10 N. -- Bockstanz Rd 10,145
13 Branch Jackpine Rd Weaver Rd N. -- End of HMA 2,562
14 Branch Johnson Campbell Rd E. -- Jackpine Rd 5,102
15 Custer Tuttle US-10 -- Hansen 8,850
16 Custer Hansen Custer -- Shoenherr 12,890
17 Freesoil Freeman West of US-31 E -- Darr 6,205
18 Freesoil Stephens Freesoil Rd -- Treml| 4,581
19| Freesoil/Sherman Reek/Poplar Beyer -- Freesoil 9,256
20 Grant Forest Trail Morton -- US-31 13,280
21 Grant Freesoil US-31 -- LaSalle 4,252
22 Grant Freeman US-31 -- End 5,056
23 Grant County Line Rd W End E -- Quarterline Rd 9,852
24 Grant Morton Rd S. End N. -- County Line Rd 5,280
25 Hamlin Beaune Angling -- End 8,695
26 Hamlin Ehler Jebavy -- Beaune 10,856
27 Hamlin Lincoln Jagger -- Duneview 10,698
28 Hamlin Sherman Decker -- Mavis 8,256
29 Hamlin Lakeshore Neal Rd -- Duneview 8,896
30 Hamlin Piney Ridge M-116 -- End 15,025
31 Hamlin Decker Lakeshore -- End of HMA 16,285
32 Hamlin Barnhart Jebavy -- End 3,111
33 Hamlin Lincoln Grace South -- End 5,500
34 Hamlin Duneview Lincoln -- Lakeshore 8,254
35 Hamlin Sugar Grove Lakeshore -- Lincoln 5,111
36 Hamlin Rath Jagger -- Sugar Grove 2,500
37 Meade Reid Freesoil -- End 4,526
38 Meade Schoenherr Freesoil -- Hasenbank 5,250
39 Meade Budzinski Freesoil Rd N1/4 -- Bennet Rd 6,569
40 Pere Marquette Jebavy US-10 -- Jagger 30,256
41 Pere Marquette Lakeshore Iris -- End 25,236
42 Sheridan Larson Millerton -- North of HMA 8,256
43 Sheridan Decker Morse -- Tallman Lk Rd 16,253
44 Sheridan Dewey Morse -- Campbell 5,283
45 Sheridan Marshall/Goff/Bockstanz Benson -- Campbell 8,569
46 Sheridan Fountain/Ford lk/Benson East of village limits -- Millerton 15,256
47 Sherman Reek Fountain N Village Limit -- Beyer 6,100
48 Sherman Tuttle Sugargrove Rd N'ly -- Dewey 12,523
49 Sherridan Morse Decker -- Millerton 13,222
50 Sherridan Stolberg Rd Benson Rd E. -- Campbell 5,289
51 Victory Dewey Stiles -- Amber 10,280
52 Victory Victory Drive Angling -- Stiles 18,256
53 Victory Fisher W. of Peterson -- Stiles 10,125
54 Victory Victory Corner Decker N. -- S Br Lincoln River 16,985
55 Victory Gordon Sugar Grove Rd N'ly-- End 52,896
Total 558,673
Railroad Crossing
1 Morse Rd Sherridan North of Decker
2 Decker Rd Sherridan West of Benson
3 Marshall Branch East of Benson
4

Total
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DISTANCE TO PROVIDE

TRACK-FREE LINE
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TYPICAL MIN. 10,000 LBS. VEHICLE
WITH TRUCK MOUNTED ATTENUATOR

{H cooocooH]

WET PAINT

o
I

|
TYPICAL CONE RETRIEVAL VEHICLE

‘Heooocoo M’

(—

WET PAINT + |+

| J| « [|»
W w Il
TYPICAL MIN. 10,000 LBS. VEHICLE
WITH TRUCK MOUNTED ATTENUATOR

1. ALL VEHICLES SHALL BE EQUIPPED WITH:
a. THO ROTATING YELLOW BEACONS OR
STROBES VISIBLE FROM ANY APPROACH
ANGLE
b. TYPE B OR C FLASHING ARROW PANEL
AS SHOWN
C. "HET PAINT" SIGN AS SHOMN

2. ATTENUATED VEHICLE(S) SHALL WEIGH AT
LEAST 10,000 LBS. AND BE LOCATED AS SHOHN.

3. BOTH THE CONE PLACEMENT AND CONE RETRIEVAL
VEHICLES MAY BE [NCORPORATED INTQ THE VEHICLE
EQUIPPED WITH THE TRUCK MOUNTED ATTENUATOR.
CONES SHOULD BE PLACED 100" APART.

6. DASHED LINE DENOTES OPTIONAL VEHICLE.

13. ON ROADKAYS WITH THO OR MORE LANES IN
EACH DIRECTION, THE [LLUSTRATED CONVOY IS
APPLICABLE EXCEPT LEFT DIRECTIONAL FLASHING
ARROK PANEL SHALL BE USED.

17. CENTER LINE MAY NOT BE STRIPED AT THE
SAME TIME AS THE EDGELINE.

20. REFER TO PMC22¢ FOR ADDITIONAL CONVOY
SIGNING REQUIREMENTS

22, FOR RAMPS AND NON-FREEWAY WORK - USE
MIN 18 INCH CONES FOR LINE PROTECTION.

PAVEMENT NARKING CONVOY
WATERBORNE PAINT

Wt Dot of Trowace i TYPIEAL FOR

TRAFFIC AND SAFETY
DIVISION

NON-FREEWAY EDGEL INES
WITH CONES (ALL REGIONS)
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DISTANCE TO PROVIDE

PAVED SHOULDER

150" MAXIMUM

-

150" MAXIMUM

_——
|
|

| P 4

TRACK-FREE LINE

)

PAVED SHOULDER

1 - ] .
l-IU PAINT | :’

TYPICAL APPLICATION VEHICLE

—

d—b
YET PAINT N
w0

\ [ |

TYPICAL CONE PLACEMENT
VEHICLE

etk . [

©

150" MAXIMUM

j | I S
T

TYPICAL MIN. 10,000 LBS. VEHICLE

WITH TRUCK MOUNTED ATTENUATOR

TYP{CAL CONE RETRIEVAL VEHICLE

\\\\yr‘“ﬁ
¥ET PAINT

[ Jl = [
1
TYPICAL MIN. 10,000 LBS. VEHICLE
WITH TRUCK MOUNTED ATTENUATOR

+ |+

< LESS THAN 33 FEET

1. ALL VEHICLES SHALL BE EQUIPPED WITH:
0. THO ROTATING YELLOW BEACONS OR
STROBES VISIBLE FROM ANY APPROACH
ANGLE
b. TYPE B OR C FLASHING ARROW PANEL
AS SHOWN
C. "NET PAINT" SIGN AS SHOMN

2. ATTENUATED VEHICLE(S) SHALL WEICH AT
LEAST 10,000 LBS. AND BE LOCATED AS SHOHN.

3. BOTH THE CONE PLACEMENT AND CONE RETRIEVAL
VEHICLES MAY BE [NCORPORATED INTO THE VEHICLE
EQUIPPED WITH THE TRUCK MOUNTED ATTENUATOR.

6. DASHED LINE DENOTES OPTIONAL VEHICLE.

15. WHERE SHOULDERS ARE NARROW AND
INSUFFICIENT WIDTH EXISTS TO ALLOW PASSING ON
THE RIGHT, THE CONVOY SHALL CEASE OPERATION
AND PULL OFF THE ROADWAY TO ALLOW QUEUED
TRAFFIC TO PASS AT REASONABLE INTERVALS.

17, CENTER LINE MAY NOT BE STRIPED AT THE
SAME TIME AS THE EDGEL INE.

20. REFER TO PMC22¢ FOR ADDITIONAL CONVOY
SIGNING REQUIREMENTS

22. FOR RAMPS AND NON-FREEWAY WORK - USE
MIN 18 INCH CONES FOR LINE PROTECTION.

Nichiom Departrent of Traportotion

TRAFFIC AND SAFETY
DIVISION

PAVEMENT MARKING CONVOY
WATERBORNE PAINT
TYPICAL FOR
2-LANE 2-HAY ROADWAY CENTERLINE
(ALL REGIONS)
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18*

PAVEMENT MARKING STGNS

0.5

G.

[BEGIN WORK]!

CONVOY

HINGE W

END MAY BE SUBSTITUTED FOR BEGIN.
BEGIN/END CONVOY SIGNS REQUIRED ON FIRST/LAST VEHICLE, RESPECTIVELY.

NOTE: BEGIN/END CONVOY SIGNS SHALL HAVE BLACK LETTERS ON A REFLECTIVE WHITE BACKGROUND
PER SECTION 9.22 OF THE STANDARD SPECIF ICATIONS FOR CONSTRUCTION

1
I |
HINGE —— WET PAIN IR

(9%
-

HORTZONTAL HINGE TO PERMIT FOLDING TOP HALF OF SIGN DOWN WHEN MARKING OPERATIONS ARE
NOT IN PROGRESS. POSITION HINGE SO AS TO MINIMIZE SPLITTING HORIZONTAL ELEMENTS OF "
AND ”A”,

HINGED SIGN REQUIRED ON FRONT OF APPLICATION VEHICLE IN ALL PAINTING CONVOYS WHERE
THERE IS ONCOMING TRAFFIC.

NOTE: WET PAINT SIGN SHALL HAVE BLACK LETTERS ON A REFLECTORIZED ORANGE BACKGROUND PER
SECTION 9.22 OF THE STANDARD SPECIFICATIONS FOR CONSTRUCTION.

PAVEMENT MARKING CONVOY

""“T‘;m;;":;j:‘ TYPICAL FOR
DIVISion SIGNS (ALL REGIONS)
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TYPES OF PERMANENT LONGITUDINAL LINES

BROKEN WHITE LANE LINE SOLID WHITE LANE LINE
*I [12'-6" (typ.) Ty Ly
BROKEN YELLOW CENTERL INE
37'-6 (typ.)
w) o
4 l_g 6" (typ.) Ly

SOLID WHITE EDGE LINE SOLID YELLOW EDGE L INE

iy i

Le- Le

SOLID WHITE CHANNELIZING LINE |

———

Le", 8 or 12

WHITE OR YELLOW DOTTED LINE (TURNING GUIDE LINE)

L e _

WHITE DOTTED LINE (LANE DROP. LANE DROP EXIT AND WEAVE LANES)
- LZ_O' (typ.)

= —_
|18 ttype Lg” or 12

WHITE DOTTED LINE (PARALLEL AND TAPERED EXITS)
- |__0 (fyp. -==t
2|5 ttyeed 6"

LINE PATTERNS

TWO - LANE PASSING PROHIBITED (YELLOW) DOUBLE SOLID YELLOW (OR WHITE)

"

4 4" 4"
2"%_ _ — _%zu =+ g"
4” 4" 4"
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BASIC COLOR RULE: WHITE LINES SEPARATE FLOW OF
TRAFFIC [N THE SAME DIRECTION. YELLOW LINES

. EDGE LINE
SEPARATE FLOW OF TRAFFIC IN THE OPPOSITE DIRECTION P ING £OPTIONAL
PAVEMENT
CONSTRUCTION JOINT
EOGE OF PAVEMENT EDGE OF
PAVEMENT ’—PAVE'ENT LANE LINE
\ 3
. EDGE LINE
25 MARK ING LOCATION

CONSTRUCTION JDINT/
SHOULDER MARK ING
ol }1 N
\

FACE OF GUTTER

F\ OR EDGE OF PAVEMENT
¢ g
X
LANE LINES
EDGE LINE CURB AND CURB AND—/
MARK ING GUTTER GUTTER
CENTERL INE MARK ING FACE OF
GUTTER PAN
FOR UNCURBED ROADWAYS e e TIoNAL)

FOR CURBED ROADWAYS

PLACEMENT OF LINES

Notes:

1.

2.

4,

NOT

On all divided highways. lane lines shall be offset 2 inches from pavement
construction joints toward the median side.

On 2-lane. 2-way north - south roadways a broken yellow centerline shall be offset
2 inches to the left of pavement construction joints when facing northward. Double
solid yellow or solid and broken yellow centerline may straddle the construction
joint.

On 2-lane. 2-way east - west roadways. a broken yellow centerline shall be offset

2 inches to the left of pavement construction joints when facing eastward. Double
solid yellow or solid and broken yellow centerlines may straddle the construction
joint.

When a centerline construction joint does not correspond to the geometric centerline

of the roadway for roodway segments over !4, mile. place the centerline in the location
that will provide Ianes of equal width unless directed otherwise by the Engineer.

TO SCALE

MICHIGAN DEPARTMENT OF TRANSPORTATION 08/12/15 12/02/14_ \PAVE-905-C SHEET
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NOT TO SCALE

24" WHITE (TVP.)

12’
MIN.

\'!-
N

AN

50

50’

“~——— RAILROAD GRADE CROSSING
PAVEMENT MARKING
(SEE DETAIL AND
NOTE & ON SHEET 4)

W10-1

RAILROAD CROSSING AT SHARED-USE PATH

(ACUTE TRACK/ROADWAY ANGLE SHOWN)

MICHIGAN DEPARTMENT OF TRANSPORTATION 08/23/17 01/22/17_ | PAVE-965-D SHEET
BUREAU OF HIGHWAY DEVELOPMENT STANDARD PLAN F.H.W.A. APPROVAL PLAN DATE 3 oF 4
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— WIDTH MAY VARY _
— | ACCORDING TO § OF LANE
= & | LANE WIDTH ' ew
3= | =
T

mE 1]

15’

14’

WHITE — [ , WHITE
\\\ 8! -.\

S
w©
. IR
8
~ 1
Q |
| ‘3 o
I RS
L OF LANE — I
I _I_
1!

CONVENTIONAL MARKINGS ALTERNATE MARKINGS

NOTES:

1. This document shows active grade crossing devices on two lane and multi-lane
roadways. If passive grade crossing devices (crossbucks) are present, the stop
bar should be located at the crossbuck, but no closer than 15 feet from the nearest rail.

2. "R X R" pavement markings can be omitted for exclusive right turn lane locations.
‘R X R" pavement markings are optional for center lane left turn only lanes.

3. The alternate pavement markings may be specified at any grade crossing, but their
use is particularly advantageous on roadways subjected to high traffic volumes,
since they are designed to minimize the amount of markings applied in the wheel
tracks, thereby extending marking life. Identical types of markings shall be
installed on both roadway approaches.

4. The 24 inch transverse markings immediately above and below the “R X R”
marking will be paid for separately.

5. See part 8 of the MMUTCD for criteria regarding the placement of solid yellows no passing
zone markings.

6. When placed on a shared-use path, reduce all vertical dimensions (except for stop bars)
by hal+f.

7. STOP or YIELD signs are only to be used at passive crossings.

NOT TO SCALE
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