
ADDENDUM #1 

2026 HMA SURFACING PROGRAM 

March 31, 2026 

The below questions were received regarding the bid documents. 

1. Last year we were Tier 1 (17%). Can this still be used verse the 15% maximum allowed 
for RAP?  Yes – HMA Mixtures can contain up to 17% per MDOT Tier 1 requirements. 

2. Which roads require temporary tape? The bid notes that temporary tape should be 
included in the mix price, should we assume this applies to all roads?  Yes. 

3. The mix price is supposed to include HMA approaches and HMA driveways. How far 
back do you anticipate going on these?  Typically, hard surface driveways are 3’ back 
from the edge of the HMA lane.  Gravel driveways are 1’ back from the edge of the 
HMA lanes.  Intersection Road Approaches will vary depending on existing 
conditions, but typically they are paved back to the spring point. 

4. Valley gutter and spillways are included in the HMA price, but only a linear footage 
quantity for valley gutter is listed on a few roads. For roads that show valley gutter but no 
quantities, what linear footage should be used? Additionally, how many spillways are 
expected on roads where valley gutter is present, but no number or syds is provided?  
Jackpine Road (Branch Township) – Branch Township has not approved the contract; 
they have two options for Jackpine Road.  There is approximately 450’ of road that 
will need HMA valley gutter on each side of the road.  It is anticipated that there will 
be a maximum of 4 HMA spillways.  Spillways are typically 6’ wide and will vary in 
length from 6’ to 10’.  The MCRC will prepare the spillway, place geotextile & riprap 
before HMA paving. (see HMA spillway detail) All HMA approaches, Valley gutter & 
spillway are paid as mainline paving by the ton.   

Townline Road – As stated in the bid sheet, there is approximately 1,000 linear feet 
of roadway that will need HMA valley gutter.  It is anticipated that there will be a 
maximum of 4 HMA spillways. Spillways are typically 6’ wide and will vary in length 
from 6’ to 10’.  The MCRC will prepare the spillway, place geotextile & riprap before 
HMA paving.  (see HMA spillway detail) 

I acknowledge the above addendum #1 and is considered part of the bidding documents. 

 

_____________________________________    _____________________ 

          Signed By         Date 




